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USB Type-C Connector
Right Angle Type 　

5077CR-24-SMB1-BK-TR

Female Top Mount, Dual Row, Surface Mount 5077CR-24-SMC3-BK-TR

Female Top Mount, Hybrid Mount

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout

P.C.B Layout



PLEASE CONSULT US FOR ANY DETAIL DRAWING AND SPECIFICATION

Copyright © 2020 Neltron Industrial Co., Ltd. All rights reserved.

02

USB Type-C Connector
Right Angle Type

5077CR-24-SMD1-BK-TR

5077CR-24-SM-BK-TR

Female Top Mount, Hybrid Mount

Female Top Mount, Hybrid Mount

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout

P.C.B Layout
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USB Type-C Connector
Right Angle Type 　

5077CR-24-SMC7-BK-TR

5077CR-24-SMA3-BK-TRFemale Top Mount, Hybrid Mount

Female Top Mount, Hybrid Mount

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 20V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout

P.C.B Layout
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USB Type-C Connector
Right Angle Type 　

5077CR-24-SM1-BK-TR

5077CR-24-SMC6-BK-TRFemale Top Mount, Hybrid Mount

Female Top Mount, Hybrid Mount

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 20V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 50m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout

P.C.B Layout



PLEASE CONSULT US FOR ANY DETAIL DRAWING AND SPECIFICATION

Copyright © 2020 Neltron Industrial Co., Ltd. All rights reserved.

05

USB Type-C Connector
Right Angle Type 　

5077CR-24-SMZX-BK-TRFemale Top Mount, Hybrid Mount

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 5.0V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout
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5077CR-24-SMZB-BK-TR

Female Mid Mount, Hybrid Mount 5077CR-24-SMMA-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 20V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area  
4.Shell : Stainless Steel

P.C.B Layout
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USB Type-C Connector
Right Angle Type 　
Female Mid Mount, Hybrid Mount 5077CR-24-SMM9-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 20V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel P.C.B Layout

Female Mid Mount, Hybrid Mount 5077CR-24-SMM4-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 20V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout
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USB Type-C Connector
Right Angle Type 　

P.C.B Layout

Female Mid Mount, Hybrid Mount, Waterproof 5077CR-24-SMM8-BK-WP-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

Female Mid Mount, Dual Row, Surface Mount, Waterproof 5077CR-24-SMC13-BK-WP-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel P.C.B Layout
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USB Type-C Connector
Right Angle & Straight Type 　
Female Mid Mount, Hybrid Mount, Waterproof 5077CR-24-SMC12-BK-WP-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 30V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout

Female SMD L=10.4mm 5077CS-24-SMC1-BK-CR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout
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USB Type-C Connector
Straight & Clip Type 　
Female SMD L=9.3mm 5077CS-24-SMC2-BK-CR

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout

Female Type For Cable 5077CS-24-C1-BK

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout
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USB Type-C Connector
Clip Type 　
Female Type For Cable 5077CS-24-C2-BK

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout

Female Type For Cable 5077CS-24-C4-BK

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel, Nickel Plated

P.C.B Layout
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USB Type-C Connector
Clip Type 　
Female Type  For PCB Board 5077CS-24-C6-BK

►Specifications
1.Current Rating : 1.25A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel
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USB C Male Type For Cable 5077CP-24-CLP

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel
5.EMI Spring : Stainless Steel
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USB Type-C Connector
Clip Type 　
USB C Male Type For Cable 5077CP-24-CLP1

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 5.0V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel
5.Emi Spring : Stainless Steel P.C.B Layout

USB C Male Type For Wire Clip Shell 5077CP-24-02-02

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 250V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel, Nickel Plated
5.EMI Spring : Stainless Steel P.C.B Layout
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USB Type-C Connector
Clip Type 　
USB C Male Type For PCB Board 5077CP-24-C5-BK

►Specifications
1.Current Rating : 2.0A AC/DC
2.Voltage Rating : 20V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Copper Alloy

Male Type For PCB Board 5077CP-24-C8-BK

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 250V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel, Nickel Plated

P.C.B Layout
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USB Type-C Connector
Clip & Right Angle Type 　
Male Type For Wire Clip Shell 5077CP-02-02

►Specifications
1.Current Rating : 2.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 50m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout

Female Top Mount, Single Row, Surface Mount 5077CR-06-SM-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 20V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel P.C.B Layout
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USB Type-C Connector
Right Angle Type 　
Female Top Mount, Single Row, Surface Mount 5077CR-14-SM-BK-TR

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout

Female Top Mount, Single Row, Surface Mount 5077CR-16-SM-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout
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USB Type-C Connector
Right Angle Type 　
Female Top Mount, Single Row, Surface Mount 5077CR-16-SMA2-BK-TR

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel P.C.B Layout

Female Top Mount, Single Row, Surface Mount 5077CR-16-SMC2-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel P.C.B Layout
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USB Type-C Connector
Right Angle Type 　
Female Top Mount, Single Row, Surface Mount 5077CR-16-SMC2A-BK-TR

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 20V AC/DC
3.Contact Resistance : 1000m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel P.C.B Layout

Female Top Mount, Single Row, Surface Mount 5077CR-16-SMC2B-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout
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USB Type-C Connector
Right Angle Type 　
Female Top Mount, Single Row, Surface Mount, Stand Off 4.3mm 5077CR-16-SMS43-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 100V AC/DC
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area  
4.Shell : Stainless Steel

P.C.B Layout

Female Mid Mount, Single Row, Surface Mount 5077CR-16-SMM1-BK-TR

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel P.C.B Layout
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USB Type-C Connector
Right Angle Type 　
Female Mid Mount, Single Row, Surface Mount 5077CR-16-SMM2-BK-TR

►Specifications
1.Current Rating : 5.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm. max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel P.C.B Layout

Female Mid Mount, Single Row, Surface Mount 5077CR-16-SMM3-BK-TR

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 5.0V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel P.C.B Layout
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USB Type-C Connector
UP-Right Angle Type /
USB Type-C & Type-A Connector
Straight Type
 　Female Dip Type 5077CUR-14-BK

►Specifications
1.Current Rating : 3.0A AC/DC
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

Female Dip Type 5077CAS-1404

►Specifications
1.Current Rating : 8.0A Mao (Type C)
                           ; 5.0A Max (USB 2.0)
2.Voltage Rating : 100V AC/DC 
3.Contact Resistance : 40m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 100V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Copper Alloy, Nickel Plated

P.C.B Layout

P.C.B Layout



Female Dip Type
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5520SF-20SG-CR

Female Surface Mount 5520SF-20SG-SM-CR

DisplayPort Connector 
Straight Type 

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

►Specifications
1.Current Rating :0.5A AC/DC
2.Voltage Rating :40V AC/DC
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel

P.C.B Layout

P.C.B Layout



Female Surface Mount
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5520RF-20SG-SMB

Female Surface Mount, With Through Hole Shell Tabs 5090MRD-19SG-SMA-TR

DisplayPort & Micro HDMI 
Connector Right Angle Type 

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Copper Alloy, Gold Plated

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel, Nickel Plated

P.C.B Layout

P.C.B Layout



Female Surface Mount
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5090MRD-19SG-SMB-MCR

Female Surface Mount,  Hybrid Type Mount 5090MRD-19SG-SMC-MCR

Micro HDMI Connector 
Right Angle Type 

►Specifications
1.Current Rating : 0.3A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 150V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel, Nickel Plated

►Specifications
1.Current Rating : 0.3A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 150V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area
4.Shell : Stainless Steel, Nickel Plated

P.C.B Layout

P.C.B Layout



Female Surface Mount, With Through Hole Shell Tabs
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5090MRD-19SG-SM-TR

Female Surface Mount, With Through Hole Shell Tabs 5090R-19SG-SMN

Micro HDMI & HDMI Connector 
Right Angle Type 

►Specifications
1.Current Rating : 0.3A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

►Specifications
1.Current Rating :0.5A AC/DC
2.Voltage Rating :40V AC/DC
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min.
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel

P.C.B Layout

P.C.B Layout



Female Surface Mount, With Through Hole Shell Tabs
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5090R-19SG-SM3-XX

Female Surface Mount 5090R-19SG-SMT1-TP

HDMI Connector 
Right Angle Type 

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Spcc Steel, Nickel Plated

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Copper Alloy, Nickel Plated

P.C.B Layout

P.C.B Layout



Female Surface Mount, 
With Through Hole Shell Tabs, With Flange
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5090R-19SG-SMSH-XX

Female Dip Type 5090R-19SG

HDMI Connector 
Right Angle Type 

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Brass Steel, Nickel Plated

►Specifications
1.Current Rating : 0.5A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 300M ohm min. 
5.Withstanding Voltage : 500V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel, Nickel Plated

P.C.B Layout

P.C.B Layout



Female Dip Type
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5090UR-19SG

HDMI Connector 
UP-Right Angle Type 

►Specifications
1.Current Rating : 0.8A AC/DC
2.Voltage Rating : 40V AC/DC 
3.Contact Resistance : 30m ohm max.
4.Insulation Resistance : 100M ohm min. 
5.Withstanding Voltage : 300V AC for one minute
6.Operating Temperature Range : -40°C ~+105°C

►Material and Finish
1.Insulator : Hight Temp. Plastic (UL94V-0)
2.Contact : Copper Alloy
3.Plating : Gold Plated on Contact Area 
4.Shell : Stainless Steel, Nickel Plated

P.C.B Layout
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USB Type-A, Type-B
Connector 

RoHS Compliant

5075ARP-04-SM5
SM: SMD Type
Blank: Dip Type
No. of Contacts
USB A Type 
Plug R/A

5075ARP-04-SM5

RoHS Compliant

5075AR-04-SM1-XX
WH: White
(Standard)
BK: Black
SMD Type(Metal 
Shell Dip Type)
No. of Contacts
A Type Socket R/A

5075AR-04-SM1-XX

RoHS Compliant

5075AR-04-XX
WH: White
(Standard)
BK: Black
No. of Contacts
A Type Socket
Right Angle

5075AR-04-XX

RoHS Compliant

5075AUR-04-XX
WH: White
(Standard)
BK: Black
No. of Contacts
A Type UP R/A Type

5075AUR-04-XX

RoHS Compliant RoHS Compliant

5075AS-04-XX
WH: White
(Standard)
BK: Black
No. of Contacts
A Type Socket
Straight

5075AS-08-XX
WH: White
(Standard)
BK: Black
No. of Contacts
A Type Socket
Straight

5075AS-04-XX 5075AS-08-XX

RoHS Compliant

5075AR-04A-XX
WH: White
(Standard)
BK: Black
No. of Contacts
A Type Socket
Right Angle

5075AR-04A-XX

RoHS Compliant

5075AR-04-SM-XX
WH: White
(Standard)
BK: Black
SM: SMD Type
Blank: Dip Type
No. of Contacts
A Type Socket R/A

5075AR-04-SM-XX

RoHS Compliant RoHS Compliant

5075AR-08B-XX
WH: White
(Standard)
BK: Black
No. of Contacts
A Type Socket
Right Angle

5075ARP-04
No. of Contacts
USB A Type Plug R/A

5075AR-08B-XX 5075ARP-04

RoHS Compliant RoHS Compliant

5075ARP-04-SM1
SM: SMD Type
Blank: Dip Type
No. of Contacts
USB A Type Plug R/A

5075ARP-04-SM2-XX
BK: Black
(Standard)
WH: White
SM: SMD Type
Blank: Dip Type
No. of Contacts
USB A Type Plug R/A

5075ARP-04-SM1 5075ARP-04-SM2-XX

RoHS Compliant

5075ARRP-04
No. of Contacts
USB A Type Plug 
R/A Reverse

5075ARRP-04

RoHS Compliant

5075ARRP-04-SM1
SM: SMD Type
Blank: Dip Type
No. of Contacts
USB A Type Plug 
R/A Reverse

5075ARRP-04-SM1

RoHS Compliant RoHS Compliant

5075AUR-04-XX-PGA
With Peg
WH: White
(Standard)
BK: Black
No. of Contacts
A Type Socket 
Frank R/A

5075BS-04-XX-K0
Blank: With Kink
K0: Without Kink
WH: White
(Standard)
BK: Black
No. of Contacts
USB B Type Straight

5075AUR-04-XX-PGA 5075BS-04-XX-K0
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USB Type-B, Type-AB, Micro USB, 
Mini USB Connector
    

RoHS Compliant

5075BS-04A-XX
WH: White
(Standard)
BK: Black
No. of Contacts
USB B Type Straight

5075BS-04A-XX

RoHS Compliant

5075BR-04-XX
WH: White
(Standard)
BK: Black
No. of Contacts
USB B Type
Right Angle

5075BR-04-XX

RoHS Compliant

5075BMR-05
No. of Contacts
Mini B Type
Right Angle

5075BMR-05

RoHS Compliant

5075BMR-05B
No. of Contacts
Mini B Type
Right Angle

5075BMR-05B

RoHS Compliant

5075BMR-05D
No. of Contacts
Mini B Type
Right Angle

5075BMR-05D

RoHS Compliant

5075BMR-05-SM
SMD Type
No. of Contacts
Mini B Type
Right Angle

5075BMR-05-SM

RoHS Compliant

5075BMR-05-SM1
SMD Type
(Metal Shell Dip Type)
No. of Contacts
Mini B Type
Right Angle

5075BMR-05-SM1

RoHS Compliant

5075MABR-05-SM1
SMD Type
Blank: Dip Type
No. of Contacts
Micro USB 
AB Type R/A

5075MABR-05-SM1

RoHS Compliant

5075MBR-05-SM6
SMD Type
No. of Contacts
USB B Type 
Micro USB B Type
R/A

5075MBR-05-SM6

RoHS Compliant

5075MBS-05-SM-01
Blank: With Peg
01 :Without Peg
SMD Type
No. of Contacts
Micro USB B Type
Straight

5075MBS-05-SM-01

RoHS Compliant

5075MABRR-05-SM-WP
Waterproof
SMD Type
No. of Contacts 
R/A Reverse
Micro USB 
AB Type

5075MABRR-05-SM-WP

RoHS Compliant

5075ABMR-05-SM
SM: SMD Type
No. of Contacts
Mini AB
Type Right Angle

5075ABMR-05-SM

RoHS Compliant

5075ABMR-05-SM1
SMD Type
(Metal Shell Dip 
Type)
No. of Contacts
Mini AB Type 
Right Angle

5075ABMR-05-SM1



RoHS Compliant

USB Cable
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USB Cable 

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Adapter

RoHS Compliant

USB Cable

RoHS Compliant

USB Adapter

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable



RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Type-C Cable
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USB, USB Type-C Cable 

RoHS Compliant

USB Cable

RoHS Compliant

USB Type-C Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable

RoHS Compliant

USB Cable



RoHS Compliant

DP Cable

RoHS Compliant

DP Cable

RoHS Compliant

USB DP Cable

RoHS Compliant

HDMI Cable

RoHS Compliant

Waterproof HDMI Cable

RoHS Compliant

HDMI Cable

RoHS Compliant

HDMI Cable

RoHS Compliant

HDMI Cable

RoHS Compliant

USB HDMI Cable

RoHS Compliant

USB HDMI Cable

RoHS Compliant

USB Type-C Cable
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HDMI, DP Cable 




